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50 pin Samtec Headers Part # FTSH-125-01-L-DV-EJ-K
Data sheet: http://www.samtec.com/ftppub/pdf/FTSH_SMT.PDF
(1.871” x .222”) shown actual size

3M Right Angle Low Voltage Header (thru hole).
Mounted on bottom side.
20 pin male header for FPIX1. Digi-Key Part# MHR20K-ND
30 pin male header for FPIX2*.
Data Sheet: http://multimedia.http://multimedia.mmm.com/mws/

mediawebserver.dyn?8888882dpil8r0y8K0y888&JRH9xxxxW-
(approximate size shown)

Digi-Key Part# MHR30K-ND

HV connector. Same as
“Inner Pixel Readout Board”
(approximate size). Mounted
on bottom side.

Logic Analyzer Header.
AMP Part#

Place where convenient.

2-767004-2
Data Sheet: http://catalog.tycoelectronics.com/TE/docs/pdf/6/95/158596.pdf
(approximate size)

Mounting
Holes. Same
diameter as mounting
hole on “Inner Pixel
Readout Board.” Plated
to GND plane.

FPIX Inner Board Key Layout Features Test Beam ‘02
B. Hall
06/12/02
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Wire Bonds

Alignment Crosshair
@ board center.

- All Components on top side except for
Molex Low Voltage Connector and HV
Connector.
- Use 805 sized passives where possible
- 100 Ohm differential impedance
on signals between SAMTEC headers
and level translators.

General Comments


